
Make it better. 

WC100
Wafer Check Valve

•	� Stainless steel 1.4408
•	 Metal to metal seal
•	 General description
•	 Industrial check valve for mounting between flanges 
• 	 Low opening pressure 
• 	 Spring loaded disc for mounting in all directions 
• 	 For mounting between multiple flange ratings 
 •  Temperature from -20ºC to 260°C

Wafer
checkvalve



Make it better. 
MODU Valves A/S  •  moduvalves.com 06

M
O

D
U_

W
C

10
0_

D
AT

A-
SH

EE
T_

V0
02

WC100
Wafer Check Valve • CE, PED

Material description
Pos	 Description........................ Material
1	 Body............................................Stainless steel 1.4408
2	 Disc..............................................Stainless steel AISI316
3	 Spring.........................................Stainless steel AISI316
4	 Bolt...............................................Stainless steel AISI316
5	 Plate............................................Stainless steel AISI316
6	 Bushing.....................................Stainless steel 1.4408

Improve the quality
We help Engineers to improve the quality 
of your manufacturing process.

Optimize total cost
We help Purchasing Officers to optimize total cost 
of production, prevent downtime and safeguard 
your brand.

Work smarter
We help Maintenance Crews to work smarter,
while preventing time-consuming mistakes.

Developed for your industry

Additional specification can be requested.

Connection
For mounting between following flanges: 
DIN PN16/25/40 and ANSI150/300

Application
Water, air, steam, oli ect.

Leakage rate
Class V

Options on request
Dimensions:  	 DN125-DN200 (PN25)

Temperature
-20ºC to 260°C 

Pressure rating
DN15-DN100:	 	40bar
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Dimension

Temperature 
vs. pressure illustration

DIM A [mm] øB [mm] C [mm] øD [mm] øE [mm] øF [mm]

DN15 1/2” 45 53 16 15 34 41

DN20 3/4” 55 63 19 20 37 46

DN25 1” 65 73 22 25 46 56

DN32 1 - 1/4” 79 84 28 32 63 74

DN40 1 - 1/2” 89 94 31,5 38 76 86

DN50 2” 99 107 40 50 83 96

DN65 2 1/2” 118 126 46 62 103 115

DN80 3” 134 144 50 76,5 117 131

DN100 4” 154 164 60 96 132 150

DIM
Minimum opening pressure [mbar] Weight 

[Kg]
Kv-value 

[M3/t]• • •

DN15 1/2” 25 20  22.5 0,10 5

DN20 3/4” 25 20 22.5 0,16 11

DN25 1” 25 20 22.5 0,28 21

DN32 1 - 1/4” 27 20 23.5 0,52 32

DN40 1 - 1/2” 28 20 24.0 0,70 49

DN50 2” 29 20 24.5 1,10 88

DN65 2 1/2” 30 20 25.0 1,58 142

DN80 3” 31 20 25.5 1,76 206

DN100 4” 33 20 26.5 3,30 332

WC100
Wafer Check Valve • CE, PED


