
Make it better. 

•	 Acid proof stainless steel “CF8M”
•	 Threaded connection BSPP
•	 High quality industrial needle valve 
• 	 Robust design PN400 (6000psi) 
• 	 Acid proof stainless steel

High quality 
industrial needle

valve 

ND-6000
Needle valve PN400
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ND-6000
Needle valve PN400 • PED, CE

Connection
Threaded female/female BSPP.

Field of application 
Fine regulation of chemicals, water, gas, oil, air etc.

Pressure rating
1/8” to 2”		 400bar / 6000psi

Options on request
Connection:	 NPT thread
Variants:	 Male/female; angle
Rating:	 10.000psi (PN690)
Stem packing:	 PTFE + 25%C or Graphite

Improve the quality
We help Engineers to improve the quality 
of your manufacturing process.

Optimize total cost
We help Purchasing Officers to optimize total cost 
of production, prevent downtime and safeguard 
your brand.

Work smarter
We help Maintenance Crews to work smarter,
while preventing time-consuming mistakes.

Parts description
Pos	 Description................... Material
1	 Plug........................................Stainless steel A2
2	 Socket screw...................Stainless steel AISI304
3	 T-handle............................Stainless steel AISI316
4	 Stem......................................Stainless steel AISI304
5	 Gland bushing...............Stainless steel AISI304
6	 Stem packing.................PTFE
7	 Valve neck........................Stainless steel CF8M
8	 Valve body.......................Stainless steel CF8M

Developed for your industry

Additional specification can be requested.
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Dimensions

DIM A B C d ØD E L

All dimensions in [mm]

1/8” 75.0 29.0 58.0 4.0 5.0 25.0 10.0

1/4” 75.0 29.0 58.0 5.0 5.0 25.0 14.0

3/8” 75.0 29.0 58.0 5.0 5.0 25.0 14.0

1/2” 87.0 32.5 65.0 6.0 6.0 30.0 16.0

3/4” 90.0 35.0 70.0 6.0 6.0 35.0 18.0

1” 103.0 40.0 80.0 8.0 8.0 45.0 20.0

1-1/4” 108.0 45.0 90.0 8.0 8.0 55.0 21.0

1-1/2” 115.0 50.0 100.0 10.0 10.0 63.0 22.0

2” 121.0 55.0 110.0 12.0 12.0 75.0 24.0

Temperature vs. pressure curve  
for needle valve
Stem packing  T: 	 PTFE
Stem packing  G:	 PTFE + 25%C
Stem packing  C:	 Graphite

Blue line:		 6.000psi (414bar)
Red line:		 10.000psi (689bar)
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Temperature in °F (°C)

ND-6000
Needle valve PN400 • PED, CE


