
08
M

O
D

U_
M

V6
2_

D
AT

A-
SH

EE
T_

V0
02

_
2P

Make it better. 
MODU Valves A/S  •  moduvalves.com

MV-62
Needle valve PN400 • PED, CE

Description
•	 High quality industrial needle valve 
•    Stainless steel SS316
•	 Threaded connection BSPP
• 	 Robust design PN400 (6000psi) 

Connection
Threaded female/female BSPP.

Field of application 
Fine regulation of chemicals, water, gas,
oil, air etc.

Pressure rating
1/8” to 2”		 400bar / 6000psi
Working temperature: -25°C ~+ 180°C

Options on request
Threaded ends: ANSI B2.1, BS21, ISO7/1
Pressure rating: 6000PSI

Parts description
Pos	 Description................... Material
1	 Body......................................SS316
2	 Bonnet gasket................SS316
3	 Bonnet.................................SS316
4	 Packing...............................PTFE
5	 Gland nut..........................SS316
6	 Protective cover............Plastic
7	 Stem......................................SS316
8	 Screw....................................SS304
9	 Handle.................................SS304
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Dimensions

MV-62
Needle valve PN400 • PED, CE

Pressure/ temperature diagram

Kv / Cv values

SIZE d A L H W T

All dimensions in [mm]

1/4” 5 60 56 80 28 28

3/8” 5 60 56 80 28 28

1/2” 5 60 58 80 28 28

3/4” 6 60 62 85 35 35

1” 8 70 70 100 45 45

1-1/4” 12 100 90 125 55 55

1-1/2” 14 100 100 135 65 65

2” 18 110 110 155 78 78

Size m3/h

1/8” 0,2

1/4” 0,3

3/8” 0,4

1/2” 0,5

3/4” 0,9

1” 1,1

1-1/4” 1,5

1-1/2” 1,9

2” 2,5
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