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*LKLA85 shown with reinforcement 
	 bracket for horizontal installation

LKLA85
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Material descriptions
Pos	 Description................ Material
1	 Bracket.............................Stainless steel AISI304
2	 Bolts...................................Stainless steel A2
3	 Pin........................................Stainless steel A2
4	 Bolts...................................Stainless steel A2
5	 Coupling.........................Stainless steel AISI304
6	 Bracket LKLA85...........Stainless steel AISI304

General
Bracket/Coupling for mounting LKLA actuators on 
MODU ONE® A10 3-piece ball valves. The bracket
is available in two sizes for LKLA85 and LKLA133.
Manufactured from stainless steel. 
Bracket height: 65 mm.

Application
For mounting an LKLA actuator on 3-piece ball
valves. The brackets are designed for vertical
installation; for horizontal installation, a reinforce-
ment bracket is available as an optional accessory 
for the LKLA85 bracket.

Connection Bracket ISO-5211
LK85-F345: 	 F03 - F04/F05 (Reversible)
LK133-F457: 	 F04/F05/F07

Description of individual parts

MODU ONE® A10 • 3-Piece Ball Valve • DN08-100F

Bracket/Coupling for A10 LKLA Actuator
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Dimensions A10 LKLA85/133

3-piece ball valve LKLA - actuator Bracket [65mm] Coupling Order code

MODU ONE® A10 DN08F-20F
LKLA85-AA

Double-acting
air-air

LK85-F345 LK85-01-MSM9-17-H65 LK85-01-MSM9

MODU ONE® A10 DN25F-32F LK85-F345 LK85-02-MSM11-17-H65 LK85-02-MSM11

MODU ONE® A10 DN40F-50F LK85-F345 LK85-03-MSM14-17-H65 LK85-03-MSM14

MODU ONE® A10 DN08F-20F LKLA85-NC
Single-acting

LK85-F345 LK85-01-MSM9-17-H65 LK85-01-MSM9

MODU ONE® A10 DN25F LK85-F345 LK85-02-MSM11-17-H65 LK85-02-MSM11

MODU ONE® A10 DN32F
LKLA133-NC

Single-acting

LK133-F457 LK133-01-MSM11-30-H65 LK133-01-MSM11

MODU ONE® A10 DN40F-50F LK133-F457 LK133-02-MSM14-30-H65 LK133-02-MSM14

MODU ONE® A10 DN65F LK133-F457 LK133-03-MSM17-30-H65 LK133-03-MSM17

MODU ONE® A10 DN80F-100F
LKLA133-AA

Double-acting
air-air

LK133-F457 LK133-03-MSM17-30-H65 LK133-03-MSM17

Overview for selection of bracket/coupling

MODU ONE® A10 • 3-Piece Ball Valve • DN08-100F

Bracket/Coupling for A10 LKLA Actuator


