MODU

MODU Double Block & Bleed™

Double Block & Bleed system

Description

MODU Double & Bleed™ system consist of 2 blocking
valves and 1 bleeding/venting valve, mounted
directly on the MODU “UD” block.

Blocking valves are model MODU ONE® A10 Ball

Valve and can be chosen from %" to 4”. Bleeding val-
ve are always %" Al0, welded directly to the UD block.
LUG design of the UD block ensures that service is
easily caried out on each individual valve.

There is 100% traceability of media-exposed
components and serial number on all valves. The
MODU Double Block & Bleed™ system is prepared
for temperature | pressure gauges and other
accessories.

General

Material: 1.4408 [ 1.4409

Rating: PN40, 600PSI

Temperature: -40°C to +245°C - CTFE seat
Temperature: -40°F to +473°F - CTFE seat

Connections

Butt weld ISO1127

Butt weld SMS3008

BSPP Threaded connections

Options

Butt weld ASME sch. 10, 40, 80
Butt weld DIN 11850

NPT Threaded connections
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Key benefits

Enhanced Safety: By providing two separate barriers,
MODU Double Block & Bleed™ valve reduces the risk
of leakage or cross-contamination between different
sections of a pipeline.

Simplified Maintenance: The bleed valve allows for
venting of the trapped fluid or gas, making it easier
and safer to perform maintenance activities on the
isolated section of the system.

Space and Weight Savings: Compared to using
multiple single valves and associated piping, a
MODU Double Block & Bleed™ valve can save space
and reduce the overall weight of the system.
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MODU Double Block & Bleed™

Double Block & Bleed system « DN15 - DN40

Dimensions
Size T R1 Cl L1
DN Inch | [mm] | [inch] | [mm] | [inch] | [mm] | [inch] | [mm] | [inch]
15 1/2" 50.0 2.0 51.0 2.0 152.0 6.0 90 3.5
20 3/4" 50.0 2.0 61.0 2.4 155.0 6.1 103 4.1
25 1" 50.0 2.0 68.0 2.7 158.0 6.2 16 4.6
32 1-1/4" 50.0 2.0 77.0 3.0 161.0 6.3 124 4.9
40 1-1/2" 50.0 2.0 87.0 34 165.0 6.5 133 5.2
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MODU Double Block & Bleed™

Double Block & Bleed system « DN50 - DN100

Dimensions
Size T R1 Cl L1
DN Inch | [mm] | [inch] | [mm] | [inch] | [mm] | [inch] | [mm] | [inch]
50 2" 50.0 2.0 138.0 54 195.0 7.7 151 5.9
65 2-1/2" 50.0 2.0 165.0 6.5 205.0 8.1 168 6.6
80 3" 50.0 2.0 190.0 7.5 216.0 8.5 190 7.5
100 4" 50.0 2.0 224.0 8.8 220.0 8.7 219 8.6

SMS
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MODU Double Block & Bleed™

Double Block & Bleed system with actuator

MODU Safe Mounting™

MODU Safe Mounting™ for optimal process safety
are related to the special stem profile of MODU ONE®
Al10 Ball Valve. It is an important part of Process
Safety Management and a unique safety feature for
protecting personnel and production, as it prevents
incorrect valve installation.

The advantage of the MODU Safe Mounting™ system
is that it ensures the position of the ball always
aligns with the actuator’s display. There will always
be an interlock between the ball and the actuator,
making incorrect installation impossible.

Make it better.
MODU Valves A/S « moduvalves.com

DATA-SHEET-EN

Double Block and Bleed _

MODU


https://moduvalves.com/innovations/modu-safe-mounting/

