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ISO 1127 Butt Weld End SIZE ØA ØD ØS ØM T X L1 L

ISO 1127 RB 20 3/4” 15 26.9 1.6 - - - 50 124.5

ISO 1127 RB 25 1” 20 33.7 2 30.2 15.3 8 65.5 162.4

ISO 1127 RB 32 1-1/4” 25 42.4 2 39 15.3 8 65.5 172.3

ISO 1127 RB 40 1-1/2” 32 48.3 2 45.1 15.3 8 65.5 179.4

ISO 1127 RB 50 2 38 60.3 2.6 57.2 15.3 8 65.5 187.3

ISO 1127 RB 65 2-1/2” 50 76.1 2.6 72.3 15.3 8 83.5 238.4

ISO 1127 RB 80 3” 65 88.9 2.6 84.9 15.3 8 90 266.6

ISO 1127 Butt Weld End SIZE ØA ØD ØS ØM T X L1 L

ISO 1127 FB 15 1/2” 15 21.3 1.6 - - - 50 124.5

ISO 1127 FB 20 3/4” 20 26.9 1.6 23.8 15.3 8 65.5 162.4

ISO 1127 FB 25 1” 25 33.7 2 30.2 15.3 8 65.5 172.3

ISO 1127 FB 32 1-1/4” 32 42.4 2 39 15.3 8 65.5 179.4

ISO 1127 FB 40 1-1/2” 38 48.3 2 45.1 15.3 8 65.5 187.3

ISO 1127 FB 50 2 50 60.3 2.6 57.2 15.3 8 83.5 238.4

ISO 1127 FB 65 2-1/2” 65 76.1 2.6 72.3 15.3 8 90 266.6

ISO 1127 Butt Weld End

General
The MODU Integrated Heating Jacket replaces the 
valve’s standard flange and can prevent viscous media 
from solidifying or crystallizing in the valve cavity during 
cooling. This can prevent costly downtime, disassembly, 
and cleaning of the valve cavity. 

The Heating Jacket keeps the medium in a fluid state 
by maintaining a constant temperature throughout 
the valve body, e.g. by using steam or hot water. The 
Heating Jacket are equipped with 4 ports that can 
be used both for direct heating medium or as a loop 
connector for the next Heating Jacket in the system. 
3-piece Ball Valves such as MODU ONE® A10, MODU 83, 
and MODU 88 can all be equipped with an Integrated 
Heating Jacket. 
 
Parts description
Pos	 Description................... Material
1	 Body......................................Stainless Steel 1.4409 
2	 Material gasket............CTFE (for the port)
3	 Plug....................................SS316 
4	 Connection......................ISO 1127 + Groove*
                                               .SMS 3008*
*Optional - contact MODU Valves for further information

MODU IH

MODU Integrated Heating Jacket
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SMS 3008 Butt Weld End SIZE ØA ØD ØS L1 L

SMS 3008 RRB 25 1” 15 25 1.2 50 124.5

SMS 3008 RB 25 1” 20 25 1.2 65.5 162.4

SMS 3008 RB 32 1-1/4” 25 32 1.2 65.5 172.3

SMS 3008 RB 40 1-1/2” 32 38 1.2 65.5 179.4

SMS 3008 RB 50 2” 38 51 1.2 65.5 187.3

SMS 3008 RB 65 2-1/2” 50 63.5 1.6 83.5 238.4

SMS 3008 RB 80 3” 65 76.1 1.6 90 266.6

SMS 3008 Butt Weld End SIZE ØA ØD ØS L1 L

SMS 3008 FB 15 1/2” 15 18 1 50 124.5

SMS 3008 FB 20 3/4” - - - - -

SMS 3008 FB 25 1” - - - - -

SMS 3008 FB 32 1-1/4” - - - - -

SMS 3008 FB 40 1-1/2” - - - - -

SMS 3008 FB 50 2” 50 51 1.2 83.5 238.4

SMS 3008 FB 65 2-1/2” 65 63.5 1.6 90 266.6

SMS 3008 Butt Weld End

Dimensions
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MODU Integrated Heating Jacket


