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4.1 	 Size: 1/4”~ 2”
4.2 	Pressure rating: 3000 PSI/6000PSI
4.3 	Working temperature: -25ºC~+180ºC

4. Performance Specification

3.1 	 ANSI B2.1, BS 21, DIN 259/2999,ISO,JIS.
	 Thread: ANSI B2.1, BS 21, DIN 259/2999.
3.2 	EN12226-1, API598.
	 Test according to EN12226-1, API598.

3. Standards

2.1	 The valve can be easily to be opened and closed. The seal is metal-to-metal.
2.2 	The structure of the valve is tight. With stable performance, the valve can be used for a long time.

2. Features

The valve is suitable to be used as on/off and regulating device on industrial and civil pipe system.

1. Application
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ITEM PART MATERIAL QTY.

1 Body SS316 1

2 Bonnet Gasket SS316 1

3 Bonnet SS316 1

4 Packing PTFE 3

5 Gland Nut SS316 1

6
Protective Cover

PLASTIC 1
(1/4”~3/4”)

7 Stem SS316 1

8 Screw SS316 1

9 Handle SS304 1

5. Material of main parts
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8.1 	 Disassembly
8.1.1 	 Loose the nut and take off the hand wheel, while the valve body is fixed on the table clamp or similar tool.
8.1.2 	Loose the gland ring firstly , then you can take off the ring, the stem packing, the washer and the stem.
8.1.3 	Separate the stem.

8.2 	 Clean all metal parts with clean water by soft brush. Clean PTFE (teflon) parts by clean water.
	 Check all parts and replace if necessary.

8.3 	 Assemble the valves conversely.

8. Maintenance

7.1 	 Turn the hand wheel clockwise to close the valve. Turn the handle counter-clockwise to open the valve. 
7.2 	 Please pay attention to turn the hand wheel tender, in order not to damage the seal and the stem. 
	 While the hand wheel can not be clockwise turned, the valve is closed. While the hand wheel can not be 	
	 counter-clockwise turned, the valve is fully open.

7. Operating

6.1 	 Check the interior channels of the pipe and globe valve before assembly. If the interior channels are not 	
	 clean, clean them with clean water by soft brush.
6.2 	Use the valves at right pressure and temperature according to the rate attached.
6.3 	BSP, DIN259, DIN2999, ISO 7/1, ISO228, NPT (PTFE). Connect the female thread of valves by correct male 	
	 thread BSP, DIN259, DIN2999, ISO 7/1, ISO228, NPT, etc. PTFE tape can be used to ensure no leakage while 	
	 connecting.

6. Installation


