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•	 Y-strainer with PN16 flanges
•	 DN50 to DN300
•	 -20°C to +230°C
•	 Ductile iron body with AISI 304 filter element 
•	 PTFE gasket for enhanced chemical resistance 
•	 Drain port for cleaning without disassembly

Y-Strainer with flanges • PN16

S12

Effective protection
of valves and equipment
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Materials
Pos	 Description................... Material
1	 Body......................................Ductile iron
2	 Bottum flange................Ductile iron
3	 Gasket.................................PTFE
4	 Filter.......................................Stainless steel AISI304
5	 Bolts......................................Stainless steel AISI304
6	 Plug........................................Stainless steel AISI304

General 
• 	 Industrial strainer in cast iron
• 	 Heavy-duty thickness PN16
•   Flanged connection
• 	 Heavy-duty epoxy powder coating
• 	 Drain hole with possibility for mounting a drain 	
	 valve

Connections
Flange EN1092-1 DIN PN16

Measurements
EN558-1 serie 1

Temperature
-20°C to 230°C 
 
Description
The strainer is designed to allow the medium to pass 
through the filter, capturing and retaining particles 
of a certain size in the filter. They are used in pres-
surized piping systems for gas or liquid but can also 
be used in suction or vacuum conditions.

Strainers are intended for applications where small 
amounts of solid particles are expected. A drain hole 
on the outlet port allows for purging without remo-
ving the filter and without interrupting the process.

Y-Strainer with flanges • PN16
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DIM DN A B b D D1 D2 H L n Weight

All measurements in [mm] [mm] [kg]

2” 50 100 54 19 165 125 90 130 230 0,40 9

2-1/2” 65 125 69 19 185 145 103 155 290 0,40 12

3” 80 165 83 19 200 160 122 185 310 0,40 17

4” 100 185 105 19 220 180 154 230 350 0,40 28

5” 125 205 129 19 250 210 186 270 400 0,40 40

6” 150 226 156 19 285 240 207 300 480 0,40 46

8” 200 290 205 20 340 295 264 400 600 0,40 82

10” 250 389 256 22 400 355 328 500 730 0,40 127

12” 300 460 305 25 455 410 374 580 850 0,40 200

Dimensions
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Pressure Drop in PSI (BAR)

DN600 (24")

DN500 (20")

DN250 (10")

DN200 (8")

DN350 (14")

DN300 (12")

DN450 (18")

DN400 (16")

DN50 (2")

DN40 (1½")

DN80 (3")

DN65 (2½")

DN125 (5")

DN150 (6")

DN100 (4")

DN (Inches)

20.441 (90.000)

1.136 (5.000)

908 (4.000)

2.271 (10.000)

1.590 (7.000)

4.542 (20.000)

6.813 (30.000)

11.355 (50.000)

9.084 (40.000)

4.5 (20)

2.27 (10)

9.1 (40)

6.8 (30)

15.9 (70)

11.4 (50)

22.7 (100)

45.4 (200)

114 (500)

90.8 (400)

227 (1.000)

136 (600)

681 (3.000)

454 (2.000)
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Dimensions
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MODU Valves A/S
Ferrarivej 12, DK-7100 Vejle
+45 6599 7000
info@moduvalves.com
modu-one.com • moduvalves.com

Build in MODU Item Manager™
build.modu-one.com

See MODU ONE® in action
www.youtube.com/@MODUValves

Explore MODU ONE®
modu-one.com

Access MODU Cloud™
cloud.modu-one.com

Talk to us
www.moduvalves.com/contact

Continue your journey here:

https://build.modu-one.com/
https://www.youtube.com/watch?v=B3B2PUeSvTo
https://www.modu-one.com/
https://cloud.modu-one.com/login
https://moduvalves.com/contact/

